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Signature Bronze
Snare Dram HLD 590
Die 5i ure Snare
Drum HLD 590 wurde
von Sonor fiir Schlag-
zeuger mit hichsten
Anspriichen entwickelt.
Thr Kessel wird im
GieBverfahren aus Glok-
kenbronze ( Zinn- Kupfer-
Legicrung ) in einem
Guf hergestellt. Dieses
Verfahren hat niiber
den herkommlichen
Methoden den Yorteil,
da® in allen Bereichen
des Kessels gleichmiBige
Materialzusammenset-
zungen bestehen. Durch
die genau bestimmbare
s ezeit kann exak-

ter EinfluB auf das Klang-
verhalten genommen
werden.

Aufgrund des hohen
Gewichis und der Biege-
steifigheit des Bronze-
kessels ist eine optimale
Schallibertragung von
Schlag- auf Saitenfell
ihrleistet. Klang-
emmende Frequenzen
werden so ausgeschaltet,
Die Verdickung des
Kessels am oberen und
unteren Rand sowic die
45" Abschrigung des
Kesselrandes ermidg

lichen eine perfekte Fell-

auflage.
Nicht nur physikalische
Messergebnisse sondern
auch eine Vielzahl
akustischer Tests mit
hlagzeugern be-
scheinigen der Signature
Bronze Snare Drum
hervorragende Klang-
eigenschaften.

Technische Daten
& Kesselmaterial:
Glockenbronze

Ahmessi s 14" x 8"
Gmd‘l g ]-:3

5 mim
Parallelabhebevor-
richtung i
u.ﬂspnnnrc en
oben und unten
Beschlagteile
verkupfert

HLZ 5590
Signature Snare Drum
Stander, verkupfert
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Signature Bronze
Snare Dram lt-'::.uD 590
The Signature nre
shell snare drum
HLD 590 has been devel-
oped by Sonor for the
most discriminating of
drummers.
Its shell is made from
rb bell bronze
ich is cast from one
pu:u: This method
ensures a perfectly even
structure of the shell .
material. By varying the
time of the trmp-elll‘lsng
process the sound cha-
racteristics of the drum
can be precisely deter-
mined.
Due to the high weight
and extremely strong
flectional resistance of
the bronze material there
are no undesired fre-
guencies inhibiting the
scmnd The extraor-
rojection of this
dgum SCTS MEw
sranda.rds in the malung
of acoustic percussion
instruments. A 45 degree
angle on both edges of
the shell allows perfect
head contact and opti-
mum vibration of the
drum heads,
Scientific rescarch
and in-depth tests by re-
nowned musicians have
proved the outstanding
ualities of the ature
nare Drum HLD 590.

Technical
ifications
casted bronze shell
@ size 14" x 8°
® weight 33 1bs (15 kg)
@ shell thickness
0.2 inches (5 mm)
@ parallel snare
mechanism
® cast top and bottom
rifm
@ all mounted parts
copper plated

HLZ 5590
Signature Snare
Dium Stand,

copper plated




